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Abstract
The ability of linear controllers to stabilize the conduction (no-motion) state of a saturated porous layer
heated from below and cooled from above is studied theoretically. Proportional, suboptimal robust(H∝) and
linear quadratic Gaussian (H2) controllers are considered. The proportional controller increases the critical
Rayleigh number for the onset of convection by as much as a factor of 2. Both the H2 and H∝ controllers
stabilize the linearized system at all Rayleigh numbers. Although all these controllers successfully render
negative the real part of the linearized system’s eigenvalues, the linear operator of the controlled system is non-
normal and disturbances undergo substantial growth prior to their eventual, asymptotic decay. The dynamics
of the nonlinear system are examined as a function of the disturbance’s amplitude when the system is
subjected to the "most dangerous disturbances." These computations provide the critical amplitude of the
initial conditions above which the system can no longer be stabilized. This critical amplitude decreases as the
Rayleigh number increases. To facilitate extensive computations, we examine two-dimensional convection in
a box containing a saturated porous medium, heated from below and cooled from above, as a model system.
The heating is provided by a large number of individually controlled heaters. The system’s state is estimated by
measuring the temperature distribution at the box’s midheight. All the controllers considered here render the
linearized, controlled system’s operator non-normal. The transient amplification of disturbances limits the
"basin of attraction" of the nonlinear system’s controlled state. By appropriate selection of a controller, one can
minimize, but not eliminate, the controlled, linear system’s non-normality.
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Limitations of linear control of thermal convection in a porous medium
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The ability of linear controllers to stabilize the conduction no-motion state of a saturated porous
layer heated from below and cooled from above is studied theoretically. Proportional, suboptimal
robust H and linear quadratic Gaussian H2 controllers are considered. The proportional
controller increases the critical Rayleigh number for the onset of convection by as much as a factor
of 2. Both the H2 and H controllers stabilize the linearized system at all Rayleigh numbers.
Although all these controllers successfully render negative the real part of the linearized system’s
eigenvalues, the linear operator of the controlled system is non-normal and disturbances undergo
substantial growth prior to their eventual, asymptotic decay. The dynamics of the nonlinear system
are examined as a function of the disturbance’s amplitude when the system is subjected to the “most
dangerous disturbances.” These computations provide the critical amplitude of the initial conditions
above which the system can no longer be stabilized. This critical amplitude decreases as the
Rayleigh number increases. To facilitate extensive computations, we examine two-dimensional
convection in a box containing a saturated porous medium, heated from below and cooled from
above, as a model system. The heating is provided by a large number of individually controlled
heaters. The system’s state is estimated by measuring the temperature distribution at the box’s
midheight. All the controllers considered here render the linearized, controlled system’s operator
non-normal. The transient amplification of disturbances limits the “basin of attraction” of the
nonlinear system’s controlled state. By appropriate selection of a controller, one can minimize, but
not eliminate, the controlled, linear system’s non-normality. © 2006 American Institute of Physics.
DOI: 10.1063/1.2221354
I. INTRODUCTION
In recent years, there has been a growing interest in de-
veloping control strategies to alter the behavior of fluids.
Much of the work to date has focused on turbulence control
and drag reduction in shear flows.1–5 There are, however,
many materials processing applications in which the natu-
rally occurring flow patterns are not optimal for the process
at hand and a controller would allow operation under more
optimal conditions than the naturally occurring ones. For ex-
ample, convection in low Prandtl number fluids such as liq-
uid metals readily becomes time dependent. Since the micro-
scopic growth rate of a crystal is sensitive to the temperature
oscillations generated by oscillatory flow,6 the resulting crys-
tal may not be homogeneous. Indeed, Kuroda et al.7 have
demonstrated that the density of crystal microdefects in-
creases monotonically as a function of the amplitude of the
fluid’s oscillations. Carruthers et al.8 and Müller et al.9 have
shown that compositional variations, such as doping stria-
tions in the crystals, can be generated by unsteady, convec-
tive flow in the melt. Thus, suppression of convection in the
melt and/or removal of oscillatory convection may signifi-
cantly improve the quality and economics of the production
of single crystal materials. Clearly, there is considerable in-
terest in devising control strategies for convective systems.
Early work10–16 has focused on controlling convection in
thermal convection loops. This system has the advantage
of being amenable to low-dimension modeling.
Proportional,10–12 optimal,13,16 nonlinear,14 and neural
network15 controllers were used in experiment and theory to
suppress chaotic advection in a thermal convection loop.
Tang and Bau17–22 and Howle23–26 demonstrated in
theory and experiment that similar ideas can be extended to
systems with a large number of degrees of freedom such as
the Rayleigh-Bérnard hereafter referred to as RB problem
of a horizontal fluid layer heated from below and cooled
from above. In the RB problem, as long as the Rayleigh
number is smaller than a critical value Ra0, the motionless
conduction state is globally stable. In the above, Ra0 denotes
the critical number for the onset of convection in the absence
of a controller. Tang and Bau and Howle used ad hoc pro-
portional controllers to delay the transition from the motion-
less to the motion state. In other words, with the aid of a
controller, they increased the critical Rayleigh number for
the onset of convection from Ra0 to RaC, where RaC denotes
the critical Rayleigh number of the controlled system. The
theory predicts that the critical Rayleigh number can be in-
creased by as much as a factor of 10 i.e., RaC=10 Ra0.
Unfortunately, a much more modest level of stabilization
was observed in the experiments. Shortis and Hall27 studied
theoretically the use of a combination of linear and nonlinear
controllers to prevent the occurrence of subcritical bifurca-
tions in non-Boussinesq fluids.
More recently, Or et al.28,29 used synthesis methods such
aAuthor to whom correspondence should be addressed. Electronic mail:
bau@seas.upenn.edu
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as a linear quadratic Gaussian LQG or H2 controller to
demonstrate that the system can be stabilized at any desired
Rayleigh number. The synthesis method is an optimization-
based technique that allows one to devise a proportional con-
troller to stabilize the system at a particular Rayleigh number
RaD, to which we refer as the design Rayleigh number. Un-
fortunately, the LQG controller that is designed to operate at




. When RaD14.5 Ra0, RaDL 0.
29
In other words, when RaD14.5 Ra0, the controlled system
is not robust. No information was provided on RaD
L and RaD
U
as functions of RaD.
Another factor that may adversely affect a linear control-
ler’s robustness is the system’s nonlinearities unmodeled
dynamics. To investigate the ability of linear controllers to
cope with finite amplitude disturbances, Tang and Bau22 and
Or and Speyer29 integrated numerically the nonlinear equa-
tions with initial conditions corresponding to steady, finite
amplitude convection and demonstrated that the controller
can suppress established convection and bring the system to
a motionless state. To obtain rigorous estimates of the basin
of attraction of the controlled state, one may construct an
appropriate Lyapunov “energy” function and determine the
regions of phase space in which the Lyapunov function de-
cays with time. For the low-dimensional case of the thermal
convection loop,16 the phase space was divided into two re-
gions: one in which the Lyapunov function decays and an-
other in which it increases. Matters were complicated, how-
ever, by the fact that trajectories crossed from one region to
the other. Although it was possible to identify an ellipsoid in
phase space within which the Lyapunov function decayed
monotonically, the corresponding estimates of stability were
extremely conservative.
The difficulty arises in part because the operator of the
linearized, controlled system is non-normal. The term
non-normal is used here to imply that even when all the
linear operator’s eigenvalues have a negative real part and
all the disturbances of the linear system are guaranteed to
decay asymptotically, the decay may, however, not be
monotonic.30–33 Indeed, when the system is non-normal, cer-
tain disturbances may amplify greatly before eventually de-
caying, thereby rendering the nonlinear neglected terms
important and providing a bypass mechanism for the sub-
critical transition from one state to another state.34 We will
show that the non-normality of the linear operator of the
controlled system increases as the Rayleigh number in-
creases and that this trend adversely affects the stability of
the nonlinear system.
The increased non-normality of the linear operator of the
controlled system as a parameter i.e., the Reynolds number
increases was previously demonstrated by Lauga and
Bewley,35 who studied the stability of the controlled, linear,
complex Ginzburg-Landau model of spatially developing
flow. When the non-normality of the controlled system’s lin-
ear operator exceeded a certain threshold, it became impos-
sible to compute the control algorithms needed to stabilize
the linear system.35 In essence, Lauga and Bewley35 ad-
dressed the important issue of the computability of linear
control algorithms. In a companion paper, Lauga and
Bewley36 demonstrated that a linear, robust controller can
stabilize the nonlinear complex Ginzburg-Landau equation
for Reynolds Re97.
The Rayleigh numbers considered in this paper are suf-
ficiently small to allow the computation of the linear control-
ler that stabilizes the linearized system, and we do not en-
counter similar difficulties to the ones encountered by Lauga
and Bewley.35 Also, our focus is different. We investigate the
effect of non-normality on the stability of the nonlinear
system.
To facilitate extensive computations, we carry out our
numerical study focusing on the two-dimensional Lapwood
problem of convection in a box containing a saturated porous
medium, heated from below and cooled from above.18 This
system has many similarities with the RB problem, but is
less demanding to study in terms of computational resources.
The heating is provided by a large number of individually
controlled heaters, which are located along the bottom of the
layer similar to the arrangement used in our experimental
apparatus.21 The system’s state is estimated by measuring the
temperature distribution at the box’s midheight. To stabilize
the motionless state, we design various controllers, ranging
from an ad hoc proportional controller, to a LQR H2 con-
troller, to a suboptimal robust H controller. We demon-
strate that in the absence of actuator constraints, the ad hoc
proportional controller can increase the critical Rayleigh
number for the onset of convection by a factor of 2
RaC2 Ra0. In contrast, both the H2 and the H controllers
can stabilize the system at any desired Rayleigh number. The
H2 and H controllers designed to stabilize the system at a




. We compute RaD
L and RaD
U as
functions of RaD for both the H2 and H controllers. Next,
we investigate the normality of the controlled system’s linear
operator, and we identify the vectors that amplify the most.
We refer to these vectors as the “most dangerous” ones. Fi-
nally, by numerical simulation, we compute the response of
the nonlinear system to the “most dangerous” disturbances
and obtain the largest amplitude of the disturbance at which
the controller can still stabilize the nonlinear system as a
function of the Rayleigh number.
II. MATHEMATICAL MODEL
Consider a two-dimensional square box with edge length
H, filled with a saturated porous medium. The insulated side-
walls of the box are parallel to the gravity vector. The box is
heated from below with a specified heat flux. The heating is
provided by individually controlled heaters. In the absence of
control, all the heaters are set to supply a uniform flux q0. In
the presence of a controller, the heat flux given by the vari-
ous heaters is q01+qx , t, where qx , t may vary both
temporally t is time and spatially x. An array of sensors,
positioned inside the box, monitors the temperature distribu-
tion in the saturated porous medium and provides an input to
the controller. The relationship between q and the tempera-
tures in the interior of the box are defined by the control
strategy. The box’s top is maintained at a uniform tempera-
ture T0.
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Hereafter, we use dimensionless quantities. 0x1 is
the horizontal coordinate, and −0.5y0.5 is the vertical
coordinate. The box’s edge length H is the length scale. The
dimensionless mass conservation continuity, momentum
Darcy’s law, and energy equations are,37 respectively,
 · V = 0, 1





T + V · T = 2T . 3
The boundary conditions are as follows: impermeable walls,
n · V = 0; 4
insulated side walls,
n · T0,y = n · T1,y = 0; 5
constant temperature top wall,
Tx,0.5 = 0; 6
and heat flux at the bottom surface,
n · Tx,− 0.5 = 1 + qx,t . 7
In the above, ey is the unit vector in the vertical direction; V
is the velocity vector with components vx and vy; T is the
temperature; P is the pressure; Ra=gH2q /	
 is the
Darcy-Rayleigh number; g is the gravitational acceleration;
 is the permeability;  is the fluid’s kinematic viscosity;  is
the thermal expansion coefficient; 	 and 
 are, respectively,
the saturated medium’s apparent thermal diffusivity and con-
ductivity; and  is the ratio between the equivalent thermal
capacity of the medium and that of the saturating fluid. H2 /	
is the time scale; 	 /H is the velocity scale; Hq0 /
 is the
temperature scale; and T0 is the reference temperature.
Equations 1–7 admit the motionless state V=0,
T=0.5−y. This is a fixed point of the dynamic system for all
Rayleigh numbers. The motionless state is stable only when
RaRa027.1. Our objective is to devise control strategies
to delay the transition to the motion state. In other words, we
wish to increase the magnitude of Ra0.
Since we will use linear control theory, we write below











In the above,  is the deviation of the temperature from its
no-motion, conductive value.
In what follows, we will resort to numerical techniques.
We reduce Eqs. 8 and 9 to a set of ordinary differential
equations using finite elements with triangular elements and
linear shape functions:38,39
Da˙ = − K2 + Lq + C1Vy 10
and
K1Vy = Ra P1 . 11
In the above,  and Vy are vectors consisting, respectively,
of the temperatures and vertical velocities at various nodal
points; and q is the control variable representing the heat flux
deviation from its nominal value. The coefficients are matri-
ces. By eliminating Vy in favor of , the system 10 and 11
reduces to the form of a plant equation the terminology is
borrowed from control theory:
X˙ t = ARaXt + BuUt + Bwwt 12
and
Yt = CXt . 13
In the above, the dependent variables  state variables are
denoted Xt; Yt, the temperature deviation in the mid-
plane, is the observed measured signal; wt represents dis-
turbances white noise in the case of the H2 controller and
worst disturbance in the case of the H controller; and Ut
is the control input q. In most of our calculations, we set
Bw equal to the identity matrix. In some cases, we used
Bw=Bu. Recall that Eqs. 12 and 13 are written in local
form, i.e., X=U=0 is an equilibrium state. Due to the differ-
ence in the nature of the boundary conditions at the layer’s
top Dirichlet and bottom Neuman, the operator A is not
self-adjoint. Our objective is to stabilize this equilibrium
state for the time interval 0 t tf. Below, we will focus on
the case when tf is large infinity.
To verify the numerical code, we computed the eigenval-
ues of the operator A as functions of the Rayleigh number
and determined the critical Rayleigh number at which the
real part of the largest eigenvalue crosses from a negative to
a positive value. When 371 elements were used, the com-
puted critical Rayleigh numbers for the uncontrolled problem
Neuman boundary condition and for the related problem of
a fixed bottom temperature Dirichlet boundary condition
were, respectively, 29.3 and 37.1. These are in good agree-
ment with published data.40 The number of elements that
were used in the actual calculations was increased as the
Rayleigh number increased. When Ra200 and Ra200,
we used, respectively, 371 and 734 elements. The sufficiency
of the selected number of elements was established by ob-
taining comparable results with different numbers of ele-
ments. For example, when Ra=470, the leading eigenvalues
of the linear operator computed with 734 and 1116 elements
agreed within 1.5%.
III. CONTROL STRATEGIES
We will explore three different control strategies: ad hoc
proportional, H2, and H. The hardware associated with the
controller can be implemented in various ways. For example,
Tang and Bau21 constructed a cylindrical cell in which the
heated surface consisted of a large number of individually
controlled heaters and an array of sensors was positioned at
the cylinder’s midheight. Howle23 constructed an experimen-
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tal apparatus that consisted of a rectangular box, in which a
shadowgraph was used to measure the average liquid density
along the height of the box as a function of location.
A. Ad hoc proportional controller
The ad hoc proportional controller of the type used by
Tang and Bau17 is the simplest to implement and the most
intuitive. In this control strategy, the control input the heat
flux at y=−0.5 is modulated in proportion to the deviation
of the midlayer temperature from its conductive value
U = − KpXx,0,t , 14
where Kp is the scalar controller’s gain. In other words, each
sensor communicates with a single actuator. To determine the
control capacity, we investigate the linear stability of the
controlled system by calculating the eigenvalues of the linear
operator A−BuKp. We denote the largest eigenvalue of A
−BuKp as 1=1,R+ i1,I. For different values of the con-
troller’s gain Kp, we compute the Rayleigh number and 1,l
that corresponds to 1,R=0. Figure 1 depicts the critical Ray-
leigh number Rac of the controlled system solid line and
the imaginary part of the eigenvalue 1,I, dashed line as
functions of the controller gain. The regions under and above
the solid line correspond, respectively, to stable S and un-
stable U states. As Kp increases, the critical Rayleigh num-
ber increases as well. When Kp=8.4, the critical Rayleigh
number is about 66.8. When Kp8.4, the bifurcation from
the no-motion to the motion state occurs through a simple
eigenvalue 1,I=0. When Kp8.4 the bifurcation occurs
through a complex pair of eigenvalues 1,I0, Hopf bifur-
cation, and the resulting supercritical motion is oscillatory.
Further increases in the controller’s gain reduce the critical
Rayleigh number. Although this reduction can be avoided
with a proportional-derivative controller, we do not explore
this control strategy here.
To postpone the transition from the no-motion to the
motion state to even higher Rayleigh numbers, we use the
tools of optimal control theory.41 The basic idea is to identify
a controller that optimizes an appropriate objective or cost
function.
B. H2 controller
As a measure of the system’s performance, we define the








XTQX + l2UTRUdt , 15
where Q and R are weights that allow one to adjust the
relative importance of the various outputs and the cost of the
control. The choice of the objective function is not unique.
The task is to determine a controller Ut that minimizes the
cost function 15 with the plant equation 12 serving as a
constraint. Below, we select the identity matrices for the
weights Q and R. We used the parameter l to allow us to
easily adjust the relative importance of the various terms in
15 without a need to vary Q and R. In most of the paper,
we provide results when l=1. In Sec. IV, we will examine
the effect of l on the normality of the controlled system’s
linear operator.
Using the standard techniques of variational calculus and
introducing the Lagrange multipliers pt, we convert the
minimization problem to the corresponding Euler-Lagrange
equations referred to as the Hamiltonian system. Upon in-
troducing the linear relationship between the Lagrange mul-
tipliers and the state variables pt= PtXt, the problem
is reduced to the solution of the nonlinear, matrix differential
equation the Riccati equation:
dP
dt
= PA + ATP − PBuBu
TP + Q . 16
The optimal feedback controller is
Ut = − l−1R−1Bu
TPXt = − KXt , 17
where Kt is the gain matrix. When tf→, Kt approaches
asymptotically a time-independent value.
Witness that implementation of the controller 17 re-
quires full knowledge of all state variables, but typically just
a few state variables are available for observation. Hence, in
order to implement the controller, it is necessary to construct
an estimator filter capable of estimating the system’s state
variables.
The plant estimator equation is
X˙ t = AXt + BuU + Gm − CX , 18
where the superscript wiggle denotes state estimates; mt is
the measured observed signal; and G is the filter’s gain.
The optimal Kalman filter gain is found by minimizing the
appropriate quadratic cost function that is proportional to the
difference between the predicted and measured
observations.41 The procedure for determining the optimal
filter gain G is analogous to the calculation of the H2 optimal
controller gain.
The controlled plant Eqs. 12 and 17 together with
the estimator 18 constitute the dynamic system
FIG. 1. The critical Rayleigh number solid line for the transition from the
motionless to the motion state and the corresponding imaginary part I of
the largest eigenvalue dashed line are depicted as functions of the ad hoc
proportional controller gain Kp.
074109-4 H. Zhao and H. H. Bau Phys. Fluids 18, 074109 2006
Downloaded 30 Nov 2006 to 130.91.116.168. Redistribution subject to AIP license or copyright, see http://pof.aip.org/pof/copyright.jsp
X˜˙ t = AcX˜ t , 19
where
X˜ t = Xt
Xˆ t
, Ac = 	 A − BuKpGC A − BuKp − GC 
 .
In contrast to the ad hoc proportional controller, the H2
optimal controller is capable of stabilizing the linear system
at any desired Rayleigh number. In other words, theoreti-
cally, at any Rayleigh number RaD, it is possible to design a
controller that would render the linear system stable. An in-
teresting question is whether a controller designed to stabi-
lize the system at Ra=RaD can stabilize the system when
operating at Rayleigh numbers other than the one for which
it was designed. This issue of controller robustness is ad-
dressed in Fig. 2. In Fig. 2, the horizontal and vertical axes
correspond, respectively, to the design Rayleigh number RaD
and the actual Rayleigh number Ra at which the system op-
erates. The solid line is a 45° line. The dashed and dotted
lines provide, respectively, the range of the Rayleigh num-
bers for which the system is stable when the H2 and the H
next subsection controllers are used. Witness that once
the design Rayleigh number RaD exceeds a certain value
RaD402, the controller no longer can stabilize the system
for all RaRaD. A controller designed to stabilize the system





When RaD402, the controller can stabilize the system
for all RaRaD
U
. Since the cost function accounts for the cost
of the control, it is not surprising that the upper stability
margin RaD
U is tight and close to the design value. For ex-
ample, the H2 optimal controller designed to stabilize the
linear system at Ra=330 is capable of stabilizing the system
only as long as Ra331.
When RaD402, RaD
L 0. As RaD increases, the stable
region shrinks, and an unstable island appears in the region
RaRaD, as indicated by the dashed line in Fig. 2. The size
of the unstable island increases as the RaD increases. Figure
2 provides limitations on the structural robustness of the
H2 optimal controller. Nevertheless, the H2 controller signifi-
cantly outperforms the ad hoc proportional controller
Sec. III A.
Another interesting issue is the relative importance of
the various state variables to the controller’s function. We
surmise that the state variable associated with the largest
controller gains would be the most critical for the control-
ler’s function. It would be desirable then to install the sen-
sors at the most critical locations. To this end, Fig. 3a de-
picts the contours of the gain Kx ,y ;0.6 associated with the
actuator located at x=0.6 as a function of spatial location
x ,y when RaD=120. The figure depicts multiple peaks,
suggesting that the controller requires information from mul-
tiple locations rather than just a few ones. Figure 3b depicts
Kx ,0 as a function of x. In the ad hoc control strategy, the
actuator located at x=0.6 was controlled by data supplied by
a sensor located at x ,y= 0.6,0. Although in the H2 control
strategy, Kx ,0 attains its maximum near x=0.6, signifi-
FIG. 2. The range of Rayleigh numbers for which the controlled system is
stable as a function of the Rayleigh number for which the controller was
designed RaD. The solid line depicts the design Rayleigh number. The
dashed and dotted lines correspond, respectively, to the linear, quadratic
Gaussian controller H2 and the suboptimal robust controller H. The
regions of stability and instability are indicated in the figure with the letters
S and U, respectively.
FIG. 3. Contours of the H2 controller gain associated with an actuator lo-
cated at x=0.6 are depicted as a function of location a and Kx ,0 is
depicted as a function of x b. The controller is designed to operate at
RaD=120.
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cant controller gains are associated with other spatial loca-
tions.
Finally, when studying the control of the linear
Ginzburg-Landau equation, Lauga and Bewley35 observed
that the Ricatti equation could be solved only when the
Reynolds number was smaller than a certain threshold value.
Above the threshold value, they found it impossible to com-
pute linearly stabilizing control algorithms. In the range of
Rayleigh numbers considered here Ra470, we did not
encounter any difficulties in computing control algorithms. It
is likely that in our case the threshold of the type described
in Lauga and Bewley35 is larger than Ra=470 the largest
Rayleigh number considered in this paper.
C. H controller „robust controller…
The objective of the suboptimal H control problem is to







is bounded. In the above,  · 2 denotes the L2 norm Zt2
2
=0
+XTtQXtdt and  is a constant. One would like  to
be as small as possible. Time-independent solutions of the
control problem may exist only when  is larger than some
threshold value. The solution of Eq. 20 is equivalent to







In other words, one attempts to compute the controller that
minimizes the objective function J1 in the presence of the
worst possible disturbances wt. In the above, l is a weight
that allows one to adjust the cost of the control. In the fol-
lowing, we used l=1. Similar to the case of the H2 controller,
Eq. 21 can be reduced to a Riccati matrix equation. Upon
solving this Riccati equation, one obtains the suboptimal H
feedback controller:41
Ut = − KXt . 22
Like the H2 optimal controller, the suboptimal controller
H requires full information about the plant’s state. To this
end, we replace the state variable in Eq. 22 with the esti-
mated one. The state estimates are calculated by solving the
estimator equations 18 with a suboptimal H filter G.41
The performance of the suboptimal H controller de-
pends critically on the magnitude of the bound . When
→, the suboptimal H controller gain is identical to the
optimal H2 controller gain. The smallest possible  value that
facilitates a real noncomplex solution for the Ricatti equa-
tion was determined by trial and error. Figure 4 depicts the
smallest possible , s, as a function of the Rayleigh number.
s increases nearly exponentially as the Rayleigh number
increases, se−7.3 Ra2.7. When  is relatively large, we
would expect little difference between the H2 and H con-
trollers. This expectation is supported by Fig. 2, where we
depicted the stability margins of the controlled system as a
function of the design Rayleigh number RaD. The dotted line
depicts the stable regions associated with the suboptimal H
controller. Witness that the stable regions are just slightly
larger than those afforded by the optimal H2 controller. For
example, the suboptimal H controller maintains linear sta-
bility for all RaRaD as long as RaD410, while the opti-
mal H2 controller provides a similar measure of stability only
when RaD is smaller than 402.
IV. THE NORMALITY OF THE CONTROLLED
SYSTEM’S LINEAR OPERATOR
In the previous section, we showed that the various con-
trollers render the real part of the system’s eigenvalues nega-
tive and assure asymptotic stability for Rayleigh numbers far
exceeding the critical one in the controller’s absence. In
other words, the controllers assure that all disturbances even-
tually decay, albeit not necessarily monotonically. It is pos-
sible, however, for disturbances to amplify sometimes a
great deal before their eventual decay. Stable linear systems
in which all the disturbances decay monotonically are known
as normal. When this is not the case, the system is dubbed
non-normal.30–33 For example, self-adjoint symmetric op-
erators are always normal. When the eigenvectors are not
orthogonal, they may interact to produce a substantial tran-
sient growth before eventual decay, and the system is said to
be non-normal.
Transient growth of disturbances is undesirable since
large disturbances may render the neglected nonlinear terms
important, thus providing a bypass mechanism for transition
from the stabilized state to another state. Moreover, since any
system is continuously subjected to noise, non-normal sys-
tems, even when controllable, will operate away from the
desired equilibrium state—a state of affairs coined linear
turbulence.42 Finally, non-normality may adversely affect the
computability of the control algorithm.35 Hence, it is impor-
tant to assess the effect of various control strategies on the
normality of the linear operator.
The normality of an operator is evaluated by examining
its pseudospectra.32 Briefly, consider the linear operator Ac.
Let Ac be a perturbation to Ac such that Ac2=Ac2.
The  pseudospectra of Ac, Ac ,, is the set of eigenvalues
z of Ac+Ac. When Ac is normal, then Ac , is a set of
points within a distance  from the corresponding points in
Ac ,0. When Ac is non-normal, the distance between
points in Ac , and the corresponding points in Ac ,0.
FIG. 4. The smallest bound s of the H transfer function for which a steady
solution of the Riccati equation exists as a function of the Rayleigh number.
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will be much larger than . We computed the pseudospectra
of the controlled and uncontrolled systems. Figure 5 depicts
the locus of the eigenvalues of the uncontrolled system when
Ra=66 and =0, 101/2, 10, and 100. The horizontal and ver-
tical axes correspond, respectively, to the real and imaginary
parts of the eigenvalues. When =0, all the eigenvalues are
real and located on the real axis. Since the system is not
stable, some of the eigenvalues are positive. The largest ei-
genvalue is encircled with circles of radii =101/2, 10, and
100. Witness that the largest eigenvalue of Ac , lies
within the disk of radius . The same is true for all the other
eigenvalues. Although the operator Ac is asymmetric, it is
nearly normal. Unfortunately, this is not necessarily true for
the operators associated with the controlled system. Figure 6
depicts the  pseudospectra associated with the H2 controller
when Ra=120. The disk has a radius of 100. Witness that the
eigenvalues Ac , lie outside the disk, which is consistent
with a non-normal operator.
The linear controlled system admits a formal solution of
the form
X˜ t = expActX0 , 23
where X0 represents the initial perturbation at time t=0.







is a measure of the disturbance’s growth. When the operator
Ac is normal, Gt will decrease monotonically as t increases.
When the operator is non-normal albeit stable, Gt will
initially increase and eventually asymptotically decay as
t increases.30 To illustrate the basic idea, Fig. 7 depicts Gt
as a function of time t for the proportional controller with
gain Kp=8.4 and Ra=66. Witness that initially Gt in-
creases, attains a maximum value of about 8 at t= tmax0.6,





and use it as a measure of the disturbance’s amplification.
Figure 8 depicts Gmax as a function of Ra for the ad hoc
proportional controller Kp=8.4, solid line, the H2 controller
with state estimator dashed line, Bw= I, the H2 controller
without estimator when all state variables are measured dot-
ted line, and the suboptimal H controller dashed-dotted
line. Figure 8a spans the range of low Rayleigh numbers
40Ra66.6 and allows a clearer comparison between
the ad hoc proportional and the H2 and H controllers. Fig-
ure 8b spans a larger range of Rayleigh numbers: 40Ra
200. The solid line terminates at Ra=66.8 since this is the
largest Rayleigh number at which the ad hoc proportional
controller can stabilize the system. Figure 8 illustrates that
Gmax increases as the Rayleigh number increases. The Gmax
associated with the ad hoc proportional controller undergoes
the most rapid nearly exponential increase as the Rayleigh
number increases. Not surprisingly, the Gmax associated with
the suboptimal H controller is the smallest at almost all
FIG. 5. The pseudospectra of the linear operator A of the uncontrolled
system when Ra=66. The contour lines correspond to =1, 101/2, 10, 103/2,
and 102. The disk has a radius of 100.
FIG. 6. The pseudospectra of the linear operator Ac of the system controlled
with an ad hoc proportional controller when Ra=120. The contour lines
correspond to =1, 101/2, 10, 103/2, and 102. The disk has a radius of 100.
FIG. 7. The transient growth of the system as a function of time. Ad hoc
proportional controller, Ra=66, and Kp=8.4.
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Rayleigh numbers. This is because the suboptimal H con-
troller synthesis takes into account the worst possible distur-
bances. Witness that Gmax when full state information is
available dotted line, Fig. 8b is smaller than Gmax in the
presence of the state estimator. Both the controller and the
state estimator contribute to the non-normality. Interestingly,
at low Rayleigh numbers Ra50, the ad hoc proportional
controller appears to perform better than the H2 and H con-
trollers with state estimators. This is because the ad hoc
controller does not require a state estimator. Indeed, when we
assumed that the full state information was available to the
H2 controller, the Gmax of the optimal controllers decreased
below the one associated with the ad hoc proportional con-
troller. In conclusion, as the Rayleigh number increases, so
does the non-normality of the linear operator of the con-
trolled system. To examine the effect of Bw on the control-
ler’s performance, following Or et al.,28 we set Bw=Bu. The
results were nearly identical to the case of Bw= I.
We repeated the calculations with different weights l in
the H2 objective function Eq. 15. Figure 9 depicts Gmax as
a function of the weight l when Ra=120. The solid and
dashed lines correspond, respectively, to the H2 controller
with state estimator and the H2 controller without estimator
when all the state information is available. In both cases,
the curve has a “sigmoid” shape that assumes asymptotic
values for small and large l. As the weight l increases from
10−4 to 1, Gmax increases from 4.7 to 7.9 in the presence
of the state estimator and from 3.3 to 4.7 when full state
information is available. The figure indicates that both the
controller and the estimator contribute to the non-normality
of the controlled system and that even when full state infor-
mation is available, the controlled system is still non-normal.
Although variations in l affected the numerical value of
Gmax, they did not affect the qualitative nature of the results.
In the control literature, transfer function norms are of-
ten used to characterize the effect of disturbance on the con-
trolled system. We take the Laplace transform of the con-
trolled system including the estimator to obtain the transfer
function Tyw from the disturbance ws to the output ys:
ys = C˜ sI − A˜ B˜ws  Tywsws . 26











 maximum singular value. 28
Following the algorithm described in Bewley and Liu,4 we
calculated both the 2-norm and -norm. Figures 10a and
10b depict, respectively, the 2-norm and the -norm as
functions of the Rayleigh number. The solid and dashed lines
correspond, respectively, to the H2 and H controllers. Not
surprisingly, the norm of the transfer function associated
FIG. 8. The maximum transient growth Gmax as a function of the Rayleigh
number for the various control strategies. The solid, dashed, and dashed-
dotted lines correspond, respectively, to the ad hoc proportional with gain
Kp=8.4, quadratic-Gaussian H2, and suboptimal robust H controllers.
FIG. 9. The maximum transient growth Gmax as a function of the relative
weight l. The solid and dashed lines correspond, respectively, to the H2
controller with a state estimator and the H2 controller without a state esti-
mator. Ra=120.
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with the H controller is somewhat smaller than the one
associated with the H2 controller. Qualitatively, the trends
depicted in Fig. 10 are similar to the ones observed in Fig. 8
and reported by Lauga and Bewley35 for a different system.
As the Rayleigh number increases, the non-normality of the
linear operator of the controlled system increases and so do
the various norms of the transfer functions. Gmax and the
norms of the transfer functions can be crudely approximated
as functions of the Rayleigh number of the form C Ram,
where 2m3.
The non-normality of the linear operator of the con-
trolled system raises a concern about the basin of attraction
of the controlled state, a concern that we address in the next
section.
V. DYNAMICS OF THE NONLINEAR CONTROLLED
SYSTEM
Thus far, we have dealt solely with the linearized plant
and neglected the system’s nonlinearities. Next, we will
study the dynamics of the controlled, nonlinear system. We
wish to estimate the basin of attraction of the controlled
state. Rigorous determination of the basin of attraction re-
quires the construction and investigation of the appropriate
Lyapunov function. Such an investigation is far from trivial,
if at all feasible. Instead, we assume that the “most danger-
ous” disturbance is the one that leads to the maximum tran-
sient growth, i.e., the disturbance that corresponds to Gmax.
Singular value decomposition34 allows us to determine this
“most dangerous” disturbance.
Briefly,
UH expActmaxV = , 29
where U and V are unitary matrices with orthogonal columns
UUH=VHV= I and  is a diagonal matrix that contains the
singular values. The singular values are the square roots of
the eigenvalues of expActmaxT expActmax. We arrange the
singular values in descending order with 1 being the largest
singular value. V1 and U1 are, respectively, the correspond-
ing right and left singular vectors. Multiplying Eq. 29 on
the left with U, we have
expActmaxV = U 30
and
expActmaxV1 = U11. 31
In other words, when the system is subjected to the initial
condition x0=V1, it yields the state 1U1 at time t= tmax.
Among all the disturbances of norm 1, V1 is the disturbance
that leads to the maximal amplification. To see this, witness
that
expActmax = 1 = Gmax. 32
We subjected the nonlinear system to a disturbance of
magnitude V1, integrated the ODEs Eqs. 12 and 18,
and followed the transient as a function of . Our objective is
to find, at each Rayleigh number, the largest value of  at
which the nonlinear, controlled system is still stabilized. We
denote this critical value as c.
In the numerical simulations, we used 371 linear ele-
ments, a third-order Runge-Kutta integration scheme in time,
an implicit scheme for the viscous term,43 and an explicit
scheme for the nonlinear terms. To verify the code, we cal-
culated the temperature and velocity distributions of the un-
controlled system at sub- and supercritical Rayleigh num-
bers, reproducing known results and obtaining favorable
agreement with the predictions of linear stability analysis.
Figure 11 illustrates the process of identifying c as a
function of Ra. We prescribe a Ra number and synthesize a
controller for the same Rayleigh number. We then specify an
initial condition of the form V1, where V1 is the right sin-
gular vector corresponding to the linear operator of the con-
trolled system and integrate the nonlinear system. The tem-
peratures and velocities at various spatial locations are
recorded as a function of time. For example, the conditions
of Fig. 11 correspond to a system controlled with a propor-
tional controller with a gain Kp=8.4 and Ra=66. The figure
depicts the temperature at the point x ,y= 1/8 ,0 located at
midheight. When =0.07c Fig. 11a, the initial distur-
bance decayed to the desired steady set state of 0.5. When
=0.08c Fig. 11b, the system moved to a different,
FIG. 10. The transfer function norms: a 2-norm, b -norm as functions
of the Rayleigh number. The solid and dashed lines correspond, respectively,
to quadratic-Gaussian H2 and suboptimal robust H controllers.
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undesirable steady state. By carrying out a few additional
simulations in the range 0.080.07, we estimated c.
Since these simulations are very time consuming, we carried
out a systematic study only for the proportional controller
and the H2 controller.
The results of these investigations are summarized in
Fig. 12. Figure 12a depicts c as a function of the Rayleigh
number. In Fig. 12a, we used the ad hoc proportional con-
troller with a gain Kp=8.4. The critical Rayleigh number RaC
of the controlled system was 66.8. When RaRaG62.6,
all disturbances decayed regardless of the magnitude of .
Recall that the uncontrolled Lapwood problem is globally
stable when RaRa0. Hence, in the uncontrolled problem,
RaG=Ra0. This is no longer true in the controlled system.
The controller successfully increased the magnitudes of both
Rac and RaG. In Fig. 12a, the controller increased RaG to
62.6 while Rac was increased to 66.8. We speculate that the
controlled system is globally stable when RaRaG. When
RaRaG, the magnitude of c decreases exponentially as Ra
increases until c shrinks to zero at Ra=RaC. Thus, in the
range RaGRaRaC, the controlled system is conditionally
stable. As long as the disturbance’s amplitude is not too
large, the controller successfully stabilizes the system. Once
the amplitude has exceeded a certain critical value c, the
controller is no longer able to suppress the disturbance.
Figure 12b summarizes the data presented in Fig. 12a
in a slightly different way. The figure depicts C as a function
of Rac−Ra0.6 / Ra−RaG0.4. The symbols and solid line
represent, respectively, the results of the numerical simula-
tions and a best-fit curve. Witness that the data is nearly




RaG  Ra RaC . 33
Similar qualitative behavior is exhibited by systems con-
trolled with the suboptimal H and H2 controllers. Figure 13
depicts the critical amplitude of the “most dangerous distur-
bance” when the H2 controller is employed. The symbols
correspond to the results of numerical computations. The
solid lines connect the data points for better visibility. When
Ra=125, the critical amplitude c0.02. As the Rayleigh
number decreases, the critical amplitude increases, achieving
a value of c0.68 at Ra=95. When Ra is decreased below
FIG. 11. The temperature T at x ,y= 1/8 ,0 is depicted as a function of
time. Ad hoc proportional controller, Ra=66, and Kp=8.4. The disturbance
amplitude is, respectively, 0.07 and 0.08 in a and b.
FIG. 12. The critical disturbance amplitude c defining the basin of attrac-
tion of the controlled state as a function of the Rayleigh number a and as
a function of Rac−Ra / Ra−RaG0.6 b. Ad hoc proportional controller.
Kp=8.4.
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90, we are not able to identify the critical amplitude for loss
of stability of the H2 controlled system. Clearly, the H2 con-
troller not only stabilizes the system at significantly larger
Rayleigh numbers than the ad hoc proportional controller
does but also provides a much larger “basin of attraction.”
The H controller does even better. When Ra=125,
c0.1.
VI. CONCLUSIONS
In this paper, we studied the use of linear proportional,
quadratic Gaussian, and suboptimal H controllers to stabi-
lize the no-motion state of the Lapwood problem. The
Lapwood problem was selected for study as a model problem
because it exhibits complex physical behavior similar to the
Rayleigh Benard problem in the range of Rayleigh numbers
considered here and it allows us to carry out a fairly exten-
sive computational study in a reasonable amount of time.
The ad hoc, linear, proportional controller is capable of
increasing the critical Rayleigh number for the transition
from the no-motion state to the motion state by as much as a
factor of 2. Since the plant is stable and detectable, the syn-
thesized suboptimal H and quadratic Gaussian regulators
H2 do not have any limitations in terms of the magnitude of
the Rayleigh number. In other words, in theory, they are
capable of stabilizing the no-motion state at any desired
Rayleigh number. In our case, there appears to be little dif-
ference between the performance characteristics of the qua-
dratic Guassian H2 and the suboptimal H controllers.
There are, however, various practical considerations that
may limit the ability of the controllers considered here to
stabilize the linearized system. For instance, our analysis as-
sumed that the actuator’s output is unconstrained. In practice,
the actuator is likely to saturate when the control signal is too
large, which may limit the controller’s ability to stabilize the
system. The magnitude of the control signal depends on the
magnitude of the disturbances.
Our study reveals that the linear operator of the con-
trolled system is non-normal. The non-normality as well as
the norms of the transfer function increase rapidly exponen-
tially as the Rayleigh number increases. These observations
are consistent with those of Lauga and Bewley,35 who re-
ported that the operator of the nonlinear, complex Ginzburg-
Landau equation becomes increasingly non-normal as the
Reynolds number increases. Although detailed calculations
have been carried out only for a very few systems, the above
results may have broad implications about the linear control-
lers’ ability to control the nonlinear system and about the
computability of control algorithms at moderate and large
systems’ parameters Reynolds or Rayleigh numbers.
The increasing non-normality of the linear operator im-
plies that disturbances may amplify a great deal before even-
tual decay. Such amplification may lead to an actuator’s satu-
ration and may adversely impact the controller’s ability to
suppress disturbances. Moreover, large disturbances render
the neglected nonlinear terms important. These terms were
not accounted for in the controller design process. Numerical
experiments reveal that the controlled state’s basin of attrac-
tion depends on the magnitude of the Rayleigh number.
When the Rayleigh number is sufficiently small, the system
is globally stable. As the Rayleigh number increases, the size
of the basin of attraction decreases. It appears that in order to
overcome some of the above shortcomings, one needs to
construct a controller that minimizes the system’s non-
normality. Alternatively, some of the above-discussed limita-
tions may be removed with a nonlinear controller.
An interesting question is whether the non-normality of
the controlled, linear system arises from poor design of the
linear controller or it is an intrinsic property of the controlled
system. Our study clearly indicates that the non-normality
can be reduced with appropriate controller design. Recently,
Whidborne et al.44 have proposed a convex optimization al-
gorithm to design an optimal, dynamic feedback controller
that minimizes transient growth of disturbances. Unfortu-
nately, the non-normality of the controlled linear system can-
not be eliminated altogether. To demonstrate that this is, in-
deed, the case, we apply Whidborne’s theorem44 to the
system 12 and 13 and set Bw=0. Briefly, the existence of
a controller of the form u=Ky that causes all disturbances to
decay monotonically requires that the following conditions
hold:
BA + ATBT  0 or BBT  0 34
and
CTA + ATCTT  0 or CTC 0. 35
In the above, B and C denote, respectively, the left null
spaces of the matrices B and C. We consider the special case
of all the state variables being available for observation
C= I. The second part of the second condition 35 is auto-
matically satisfied. The second part of the first condition 34
is not satisfied and for the controlled system to be normal,
we check whether the first condition is valid. To this end,
we calculate the largest eigenvalue max of the matrix
BA+ATBT. Figure 14 depicts max as a function of the
Rayleigh number. Witness that max0 and increases as the
Rayleigh number increases. Hence, we conclude that all lin-
ear controllers of the system 12 and 13 induce non-
FIG. 13. The critical amplitude of the optimal disturbance as a function of
the Rayleigh number Ra for the H2 optimal controller.
074109-11 Limitations of linear control Phys. Fluids 18, 074109 2006
Downloaded 30 Nov 2006 to 130.91.116.168. Redistribution subject to AIP license or copyright, see http://pof.aip.org/pof/copyright.jsp
normality and that the non-normality the transient growth
increases as the Rayleigh number increases.
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